SECTION 07840 
FIRESTOPPING 

PART1 GENERAL 

1.01 SECTION INCLUDES 

A. Firestopping systems. 

1.02 RELATED REQUIREMENTS 

A. Section 09260 - Gypsum Board Assemblies: Gypsum wallboard fireproofing. 

1.03 REFERENCE STANDARDS 

A. ASTM E 814 - Standard Test Method for Fire Tests of Through-Penetration Fire Stops; 2006. 

B. SCAQMD 11 68 - South Coast Air Quality Management District Rule No.1 1 68; current edition; 
www.aqmd.gov. 

C. UL (FRD) - Fire Resistance Directory; Underwriters Laboratories Inc.; current edition. 

1.04 SUBMITTALS 

A. See Section 01300 - Administrative Requirements, for submittal procedures. 

B. Schedule of Firestopping: List each type of penetration, fire rating of the penetrated assembly, 
and firestopping test or design number. 

C. Product Data: Provide data on product characteristics, performance ratings, and limitations. 

D. Manufacturer's Installation Instructions: Indicate preparation and installation instructions. 

E. Manufacturer's Certificate: Certify that products meet or exceed specified requirements. 

1.05 QUALITY ASSURANCE 

A. Fire Testing: Provide firestopping assemblies of designs that provide the scheduled fire ratings 
when tested in accordance with methods indicated. 

1 . Listing in the current-year classification or certification books of UL will be considered as 
constituting an acceptable test report. 

B. Installer Qualifications: Company specializing in performing the work of this section. 

1.06 FIELD CONDITIONS 

A. Comply with firestopping manufacturer's recommendations for temperature and conditions during 
and after installation. Maintain minimum temperature before, during, and for 3 days after 
installation of materials. 

B. Provide ventilation in areas where solvent-cured materials are being installed. 
PART 2 PRODUCTS 

2.01 FIRESTOPPING SYSTEMS 

A. Firestopping: Any material meeting requirements. 

1 . Fire Ratings: Use any system listed by UL or tested in accordance with ASTM E 81 4 that 
has F Rating equal to fire rating of penetrated assembly and T Rating Equal to F Rating 
and that meets all other specified requirements. 
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2.02 MATERIALS 

A. Firestopping Sealants: Provide only products having lower volatile organic compound (VOC) 
content than required by South Coast Air Quality Management District Rule No.1 1 68. 

B. Primers, Sleeves, Forms, Insulation, Packing, Stuffing, and Accessories: Type required for 
tested assembly design. 

PART 3 EXECUTION 

3.01 EXAMINATION 

A. Verify openings are ready to receive the work of this section. 

3.02 PREPARATION 

A. Clean substrate surfaces of dirt, dust, grease, oil, loose material, or other matter that could 
adversely affect bond of firestopping material. 

B. Remove incompatible materials that could adversely affect bond. 

C. Install backing materials to arrest liquid material leakage. 

3.03 INSTALLATION 

A. Install materials in manner described in fire test report and in accordance with manufacturer's 
instructions, completely closing openings. 

B. Do not cover installed firestopping until inspected by authority having jurisdiction. 

C. Install labelling required by code. 

3.04 CLEANING 

A. Clean adjacent surfaces of firestopping materials. 



END OF SECTION 
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